
Focus ST3 Intercooler Fitting Instructions 

 

 

 

 

 

 

 

 

Under Tray Removal 

Remove 3 x T27 Torx head screws to remove trim. Then 6 more T27 

 

2 more clips ς 1 each side then remove tray. 
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3 more T27 

 

2 more clips that attach the wheel arch to bottom of bumper 

 

Removing Front Bumper 

T27 torx bit in wheel arch ς 2 each side 

Then undo the clip that holds the bumper to the wing in the wheel arch 
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Remove bonnet release cable (Do not shut the bonnet with this removed!) 

 

 

 

 

 

 

 

 

2 x Clips in corners of plastic slam panel cover. 

 

3 x T27 on the top (Black screws) 
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- T30 x 1 each side of plastic cover (Silver screws) 

 

Pop out the bumper where it meets the wing. Headlight washers and fog lights will need to be unplugged 

yet ς Note it may be beneficial to use masking tape over the corner of the wing to avoid scratching the 

bumper on it. 

 

 

 

 

 

Headlight Removal  

2 x T30 Torx bit screws 

     With a jiggle the light unit will lift out then unplug. 

http://www.proalloy.co.uk/


To remove head light washers pull out the washer jets then manipulate the cover to remove it. 

 

Now time to remove bumper ς lift small tab under the headlight to release bumper ς be aware the fog 

lights will still be attached. Unplug the fog light once you have access to behind the bumper.  

 

 

Now the bumper is off we need to remove the air ducts. 

 



Unclip the top air duct by pushing the tabs out. 

 

Lower air duct has 2 x T27 screws mounting it to the slam panel - Remove these. 
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Next we need to remove the standard Intercooler 

Hose clips on the inlet and outlet of intercooler 7mm socket 

 

The bolts for the intercooler mounting is 8mm 

 

Unclip map sensor 
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Pop off silicone hoses then the intercooler should lower down and out. Being careful of wires 

 

Removing the radiator shutter panel. 

Lift up to release pull towards front of car then slide down and out. 

Once out we need remove the motor from the shutter panel.  Take plastic panels apart while motor is 

released. Once lose you will need to unplug it to get it through the panel. ς dƻƴΩǘ Ŏǳǘ ǘƘŜ ǿƛǊŜ ŀǎ ȅƻǳ ǿƛƭƭ 

need to plug the motor back in. Plug the motor back in and tuck it in the slam panel. Cable tie this into 

place like pictured ς LŦ ǘƘŜ ƳƻǘƻǊ ƛǎƴΩǘ ǇƭǳƎƎŜŘ ōŀŎƪ ƛƴ ƛǘ ǿƛƭƭ ŎŀǳǎŜ ŀ ǿŀǊƴƛƴƎ ƭƛƎƘǘ ƻƴ ǘƘŜ ŘŀǎƘΦ ¢Ƙƛǎ Ƴŀȅ ōŜ 

able to be removed with a MAP. 

 


